MUNICIPIO DE AUGUSTO DE LIMA
PROJETO LUMINOTECNICO

Via Local — Via Tipo IV — Tipo V

Luminaria: 25 W

Altura: 7 m

Distancia entre Postes: 30 m
Via: 8 m

Calgada: 1,5 m

Brago: 2 m

Rua/Av.: Via Local Classificagao de
Via/Lux: V5 / 5 Ix Classificagao de
Calgada/Lux: P4 / 3 Ix
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Luminaria17W / Luminaire DataSheet

Luminaire classification according to CIE: 100

CIE flux code: 32 66 93 100 100

Luminous emittance 1:

105°

90°

75°

60°

45°

30° 152

300

450

600

750

15°

105°

90°

60°

45°

30°

cd/kim
C0-C180 —C90 - C270

n = 100%

Due to missing symmetry properties, no UGR table
can be displayed for this luminaire.
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ProjetoLuminotécnico/Planningdata

Street Profile

Calgcada Oposta (Width: 1.500 m)
Via (Width: 8.000 m, Number of lanes: 2, tarmac: R3, q0: 0.070)
Calgcada (Width: 1.500 m)

Maintenance factor: 1.00

Luminaire Arrangements

_
_
170 m
0.00 30.00 m
Luminaire: Luminaria 25 W

Luminous flux (Luminaire): 4250 Im

Luminous flux (Lamps): 4250 Im
Luminaire Wattage: 25.0W
Arrangement: Single row, bottom
Pole Distance: 30.000 m
Mounting Height (1): 7.000 m

Height: 6.900 m
Overhang (2): 1.700 m

Boom Angle (3): 0.0°

Boom Length (4): 2.000m

(2)

Maximum luminous intensities

at 70°: 743 cd/klm
at 80°: 864 cd/klm
at 90°: 18 cd/klm

Any direction forming the specified angle from the downward vertical, with the
luminaire installed for use.

No luminous intensities above 95°.

Arrangement complies with glare index class D .4.
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ProjetoLuminotécnico/PhotometricResults

@ T9.50m
18.00
—>
D
A
—>
@ T0.00
[l 1 1 1 -_-1'50
0.00 30.00 m
Maintenance factor: 1.00 Scale 1:258
Calculation Field List
1 Via
Length: 30.000 m, Width: 8.000 m
Grid: 10 x 6 Points
Accompanying Street Elements: Via.
tarmac: R3, q0: 0.070
Selected Lighting Class: ME4a (Not all lighting performance requirements are met.)
L, [cd/m?] uo U TI %] SR
Calculated values: 0.51 0.49 0.75 14 0.64
Required values according to class: =>0.50 >0.40 =0.60 <15 =>0.00
Fulfilled/Not fulfilled: v v v v v
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ProjetoLuminotécnico/PhotometricResults

Calculation Field List

2  Calgada Oposta
Length: 30.000 m, Width: 1.500 m
Grid: 10 x 3 Points
Accompanying Street Elements: Calgada Oposta.
Selected Lighting Class: CES (All lighting performance requirements are met.)
Eav [IX] uo
Calculated values: 3.74 0.76
Required values according to class: =3.00 =20.20
Fulfilled/Not fulfilled: of v
3 Calgada
Length: 30.000 m, Width: 1.500 m
Grid: 10 x 3 Points
Accompanying Street Elements: Calg¢ada.
Selected Lighting Class: CES (All lighting performance requirements are met.)
E.v [IX] uo
Calculated values: 4.84 0.43
Required values according to class: = 3.00 =20.20
Fulfilled/Not fulfilled: 4 v
"N
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ProjetoLuminotécnico/3D Rendering

DIALux 4.12 by DIAL GmbH Page 7



Vialocal % DIALux

09.04.2015

Operator
Telephone
Fax

e-Mail

ProjetoLuminotécnico/FalseColourRendering
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ProjetoLuminotécnico/Via/ValueChart(E)

542 4.70 3.96 3.54 3.37 3.56 413 5.07 5.71 5.81 18.00m
6.72 544 4.29 3.72 3.56 3.83 4.49 5.87 6.99 7.37
7.45 570 4.35 3.75 3.54 3.74 4.46 6.07 7.95 8.53
.77 5.76 4.30 3.62 343 3.65 4.34 6.13 8.49 9.23
7.87 5.75 413 3.40 3.18 3.48 4.38 6.19 8.54 9.28
7.81 573 3.91 3.00 2.78 3.17 4.26 6.07 8.20 9.19
[ 0.00
0.00 30.00 m
Values in Lux, Scale 1 : 258
Grid: 10 x 6 Points
Eav [IX] Emin [IX] Emax [IX] uo Emin / Emax
5.34 2.78 9.28 0.521 0.300
N
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Operator
Telephone
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ProjetoLuminotécnico/Via/Observadori/Isolines(L)

026—ouw_ 026 0.26 0.26 T8.00m
039——0.39 0.39 0.39—_
0.52 ——— 50—
———0.65———065—__ ;
> 0.65 0.65
. To.00
0.00 30.00 m
Values in Candela/m?, Scale 1 : 258
Grid: 10 x 6 Points
Observer Position: (-60.000 m, 2.000 m, 1.500 m)
tarmac: R3, q0: 0.070
L,, [cd/m?] uo ul Tl [%]
Calculated values: 0.51 0.49 0.75 14
Required values according to class ME4a: =20.50 >0.40 =0.60 <15
Fulfilled/Not fulfilled: v v of off
N
Page 10
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servador?/Isolines(L)

T8.00m
5 [—0.36 0.36 0.36 0.36

0.48 0.48 0.484
060 0.60 '
\mo.n—-o.?z 0.60—————
— 06— _

0.36\0-48\—-0_48/0 48— i
0.00

0.00 30.00 m

Grid: 10 x 6 Points
Observer Position: (-60.
tarmac: R3, q0: 0.070

L,, [cd/m?] uo Ul TI [%]
Calculated values: 0.52 0.51 0.91 13
Required values according to class ME4a: =20.50 >0.40 =0.60 <15
Fulfilled/Not fulfilled: of v of v
"N
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000 m, 6.000 m, 1.500 m)

s in Candela/m?, Scale 1 : 258
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ProjetoLuminotécnico/CalcadaOposta/ValueChart(E)

448 T950m
T8.00

428 389 337 310 301 322 358 415 441

30.00 m

Values in Lux, Scale 1 : 258

Not all calculated values could be displayed.

Grid: 10 x 3 Points
E . /E

Eav [1x] Emin [1x] Emax [1x] uo min © —max
3.74 2.84 4.96 0.760 0.574
"N
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ProjetoLuminotécnico/Calcada/ValueChart(E)

T0.00m
, . -1.50
30.00 m

752 519 333 248 227 268 383 580 749 8.08

Values in Lux, Scale 1 : 258

Not all calculated values could be displayed.

Grid: 10 x 3 Points
E . /E

Eav [1x] Emin [1x] Emax [1x] uo min © —max
4.84 210 8.44 0.433 0.248
"N
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